
Droids D6 / Arakyd-Harch Technologies Spider Probe Droid

Name: First Order Spider Probe Droid

Manufacturer: Arakyd-Harch Technologies

Class: Probe droid

DEXTERITY 2D

        Blaster 5D, Dodge 5D

KNOWLEDGE 1D

        Planetary Systems: 4D+2

MECHANICAL 1D

PERCEPTION 3D

        Search 5D

STRENGTH 4D

        Brawling 5D

TECHNICAL 1D

Equipped With:

        2 enhanced laser cannons (5D damage)

        Self-destruct mechanism (6D damage)

        Armor plating (+1D to resist damage)

        Smaller Remotes (see below)

Move: 12

Size: 2 metres

Description: The First Order probe droid was a model of probe droid used by the First Order around the

time of the attack on Tuanul. One of these probes was on a moon in the Dassal system of the Unknown

Regions when Resistance pilots Kazuda Xiono and Poe Dameron investigated the system. The droid

could deploy a number of smaller remotes equipped with blasters if it came under attack.

First Order Probe Remotes

Dexterity: 2D

         Blaster 5D, Dodge 5D

Knowledge: 1D

Mechanical: 1D

Perception: 2D

         Search 5D

Strength: 2D

Technical: 1D



Equipped with:

         Blaster System 3D

         Repulsorlift drive

         Optical Sensors (Human Range)

         Basic AutoRemote Droid Brain 

Move: 10

Size: 20 Centimeters 
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